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Optional accessories

SKYLIGHT WINDOW



Standard layoutwitharound \PVC door
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Standard size: 6 m
Other available sizes: 5/7/10/20/30/40/50 m
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MRound transparent PVC window

Round flap windows PVC+mesh

sky light transparent window

riangle anti-mosquito window

Rolling square anti- mosquito widow

Round glass flap window

PVC ear window

Window Qptions



850g/sgm white PVC:

Flame retardant

water proof

strong abrasive resistance
light-proof

no transmittance

U Fabric Cover:(around 1/3 Transparent(Transparent area:Triangle);2/3 White PVC coated polyester fabric
White PVC coated polyester fabric 850g/sgm material; Transparent PVC coated polyester fabric 1100g/sgm(SGS
DIN4102-1 B1 class for flammability)

Thickness of PVC fabric: 850g/sgin85mm; 1100g/sg.95mm

U Frame Material: Hot Galvanized steel tube with plastic dipping

U With galvanized steel strong bases (packed by wooden case)
Steel tube diameter: u25*1. 5mm

U Resistant Temperatur8:0 t o + 70

U Wind Load: 80120km/h

U Snow Load:75kg/rh

U Life Span For Steel Frame Structure: 10 Years

U Life Span For PVC Roof Fabric-@ Years

u



Colors to choose for PVC tent cloth



< Waterproof < Anti low temperature

< Weather resistance and UV protection < Mildew proof
< Fire resistance © Resistance to decomposition
< Anti wrinkle < Light transmittance

"

SURFACE COATING

< Resistance to dirt and self-cleaning

BASE CLOTH & COATING

< Cohesiveness

< Avulsion resistance BASE CLOTH
< Stretch length

< Scratch resistance
< Anti sticking

<~ Welding ability
T :
“Light:iransmitiance < Weather resistance and UV protection
< Elongation
<Light surface/reflectivity
< Space stability
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